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EuroSaf Srl – Derivati Vergella, Filtri e Tessuti Industriali 

Via Marconi, 63/67 - 27010 MIRADOLO TERME (PAVIA) 


Triple warp woven wire mesh
Application: In pulp-and-paper industry for production of fine paper; in oil and gas mining, chemical industry and others as filtering materials.

	Mesh №
	Maximum width of cloth, mm
	Nominal wire diameter, mm
	Size of opening between, mm
	Nominal weight of 1 m2 of cloth, kg

	
	
	warp
	weft
	warp
	weft
	

	Warp: tin-phosphor bronze BrОPh 8.0-0.3  (6.5-0.4  );  Weft: brass 80/20

	40/120
	3000
	0.055
	0.12
	0.085
	0.124
	0.736

	34/102
	3000
	0.070
	0.13
	0.084
	0.156
	0.845

	34/102
	3000
	0.070
	0.14
	0.084
	0.154
	0.898

	34/102
	3000
	0.070
	0.16
	0,084
	0.134
	1.050

	32/96
	3000
	0.070
	0.14
	0.102
	0.163
	0.860

	30/90
	3000
	0.080
	0.15
	0.093
	0.162
	0.980

	28/84
	2000
	0.085
	0.18
	0.102
	0.171
	1.155

	24/72
	2500
	0.100
	0.18
	0.117
	0.177
	1.246

	24/72
	5000
	0.110
	0.20
	0.087
	0.235
	1.319


Note:

1. Mesh number indicates: the first number is a number of three-warp units; the second number is a number of warp wires per centimeter.

2. Meshes are produced as a seamed (endless) and seamless cloth.

3. Length of endless meshes is from 18,0m to 35,0m.

4. Meshes are seamed by a gas soldered seam.
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